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Recticel guarantees that Recticel®

provided by Recticel. This guarantee does not cover faults or damage to the products, or any other direct, 
indirect or consequential damage, blows or injuries resulting from incorrect installation or maintenance, 
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Recticel waarborgt dat de Recticel® Insulation goederen voldoen aan de eisen van goed materiaal en goed 
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InstallatieInstalling

1  The installation is quite a simple process, based on gluing. Always use the Recticel glue provided 
for gluing these acoustic panels.

2  Mix the adhesive before use to be sure it is consistent throughout.

3

4  Apply the glue to the one side of the Instasoft panel A  as well as the wall that is being   
insulated B . Wait at least 30 minutes, depending on the temperature and humidity of the room  
in question.

5  Apply the Instasoft panel to the wall by applying pressure and holding it in place for 30 seconds.

6  Apply the glue to the side of the Instasoft that is still visible A  and the plasterboard B .   
Wait at least 30 minutes, depending on the temperature and humidity of the room in question.

7  Then apply the plasterboard to the Instasoft by applying pressure and holding it in place for 
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4  Lijm één zijde van de Instasoft in A  en lijm de basismuur B  in. Wacht minimum 30 minuten, 
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brengen van de lijm.
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panels before applying the adhesive. This way, if a panel at the end of a wall or just below the 

4. 

5. -

sheets. Always use Recticel adhesive for acoustic panels and for applying plasterboard sheets on 

Tips en veiligheid 

 

op aanvraag.

De klant is verantwoordelijk voor:
• 

met alle geldende nationale en internationale wetten, reglementen, richtlijnen en eisen.
• -

 is niet 

toepassingen.
• Het feit dat er zich geen ontvlambare voorwerpen of ontvlambare inhoud bevinden naast of op de 

Instasoft-panelen. Het is bovendien verboden om de Instasoft-panelen naast of op een warmtebron 

• 

Uitsluitingen en aanbevelingen 

 

Tips and Safety 
In the event of non-conformity of Instasoft acoustic panels supplied by Recticel Insulation, Recticel 
Insulation may be called upon to replace only the Instasoft products with identical products, unless 
the law in force requires otherwise. 

-
-

ded on request.

• -
nal and international laws, regulations, directives and requirements in force.

• To correctly install and apply Instasoft products, in accordance with the Recticel Insulation installa-
tion instructions. Recticel Insulation cannot be held responsible in the event of the non-compliant 
installation or poor application of products. The Instasoft product is not intended for the insulation of 

• 

• To use appropriate personal protective equipment when installing Instasoft.

Exclusions and recommendations 

damp before installing the product to avoid mould growth.
It is advised that Instasoft is used in buildings and homes that are properly heated and ventilated 
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• 

• 
de instalare.

• 

rosturile dintre panourile Instasoft.
• 

-
mentul tehnic al Recticel Insulation.

• 
• 

 -
 -

-

 -

 - -
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• 

• 

• 

-

• 

• Marginile laterale ale panourilor nu trebuie lipite 

• 

• Pentru un rezultat de antifonare optim, panourile 
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• 

• Adezivul Recticel pentru panourile de izolare 

• 
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• Instasoft panels must always be stored inside, and 
in a horizontal position.

• The surface to be covered must be dry and dust-
free. 

• The base surface must be structurally sound 

site before starting.
• 

or mounting supports, for example for heating 

elements need to be positioned. The panels must 
always be glued over the entire surface.

• All elements that need to be mounted (e.g. heating 

• The side edges of the panels should not be glued 
together but should be mounted in line with and 

• 
before gluing them in place. The glue sets very 

be able to reposition the panels after the initial 
contact.

• In order to achieve an optimum acoustic result,  
the Instasoft panels must cover the entire wall and 

 
adjoining walls. 

EN  
• 

properly and fully understood them before starting 
the installation.

• Please use the required materials, as described in 
this installation guide.

• This product must always be covered by plaster-

the Instasoft.
• 

-
se, you can always contact the technical service 
department at Recticel Insulation.

• The panels can be installed horizontally or verti-
cally.

• 
 - Acoustic insulation of interior walls
 - Acoustic insulation on the inner surface of outer 
walls  
(on the condition that a structural assessment is 

 - Against a dividing wall between two apartments 

 - Not to be used in damp areas unless a structural 
assessment is carried out beforehand

NL  
• Zorg ervoor dat u de instructies aandachtig leest 

en begrijpt alvorens met de installatie te beginnen.
• 

hierna in de installatiegids wordt beschreven.
• 

ervoor dat de naden voldoende verspringen met de 
naden van de Instasoft.

• Muren hoger dan 1 verdiepingshoogte dienen 

steeds contact opnemen met de technische dienst 
van Recticel Insulation.

• 
 -
 -
buitenmuren (op voorwaarde dat een grondige 

 - Tegen een scheidingsmuur tussen  

 - Niet in vochtige ruimtes, zonder voorafgaande  
hygrothermische studie

NL  

• 
een beschutte plaats worden opgeslagen.

• 
stofvrij zijn. 

• 
zijn (geen loszittende delen, behang, wandpanelen 

-
heid moeten eerst hechtingsproeven gedaan 
worden alvorens te starten.

• -
beling of ophangelementen bijvoorbeeld voor 

• 
moeten aan een voldoende stevige structuur 
bevestigd worden.

•  

aansluiten.
• -

-

•  Instasoft platen moeten de volledige wand 

plafond, de vloer en de aansluitende muren om 
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-

• 
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• -

handling and transportation instructions.
•  

 
handling and transportation instructions.

• 

 

-

de brandveiligheidsvereisten.
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• Recticel waarborgt dat de Recticel Insulation goederen voldoen aan de eisen van goed materiaal en 
 

of nalatigheid.

• 

voldoen aan de brandveiligheidsvereisten.

• -

•  

•  

• Recticel guarantees that the Recticel Insulation materials comply with the standards of good 

Recticel. This guarantee does not cover any defects in or damage to the goods or any other direct, 
indirect or consequential damage, including bodily harm, that are the result of incorrect installation 

negligence.

• 

• Product made from recycled materials. Composition and visual aspect may differ, without prejudice 
to the technical functionality.

• Recticel provides no guarantee whatsoever on the installation using the glue provided for gluing 
these panels.

recticelinsulation.com

Instalacja Instalarea
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paneli Instasoft.
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uprzedniej oceny technicznej
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• 
pomieszczeniu, w pozycji poziomej.
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• -
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